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INDUSTRIAL & DECORATIVE PAINTS SINCE 1923

EPOXY FLOOR PRIMER

Crosslink by mixing 2:1 by weight with OROCAT 794 catalyst

Solvent-free epoxy primer. 2-component system. Increases the compactness and mechanical
strength of concrete. High levelling power and resistance to chemicals. Designed as a selflevelling
primer for cement flooring before applying self-levellers, or as a protective primer.

Viscosity 360 - 550" 300 - 550 cPoises
(Ford cup n°. 4) (Brookfield spé 10 rom)

Specific weight 1.05-1.15g/ml 1.05-1.07 g/cc

Solids 100% 100%

Appearance in the Viscous liquid Viscous liquid

container

Stability 12 months at 10 - 25°C 12 months

(unopened)

Mixing ratio 2:1 by weight (OROPRIMER 393:0ROCAT 794)

Viscosity of the mixture -
Specific weight of the mixture 1.05-1.10 g/ml

Mix solids 100%

Colour Colourless

Dry film appearance Transparent gloss film

Coverage 5-7m2/kg (160 —220 g/m2)
Gloss >90%

Adhesion 100% (Max: GT0)

Pot life of the mixture 20 — 40 minutes

All information in the datasheet and any resulting advice is provided based on our best knowledge, expertise, and approach, and should be regarded as guidelines to be
followed without any obligation on our part. The values in this datasheet are approximate and should not be regarded as a specification. The customer is responsible for
inspecting the products we supply, in order to ensure they are suitable and capable of fulfilling their infended purposes. The customer is responsible for factors such as correct
application and use, any variations in working conditions, etc., as these are beyond our control. It is therefore understood that we fully guarantee the quality of our products, in
line with our commitment to sales and supply.

Product ltem code. Brand By Date Version Replaces Page Langua
OROPRIMER 393 03R393000Z777 OROPAL IRURENA GROUP 03.01.24 1 All of the above 1/2 EN



Substrate Cement, concrete

Preparing the substrate The surface must be dry, without any moisture exudation, wax,
grease, silicones or cement slurry

Preparing the product Do not apply at temperatures below 14°C or relative humidity

above 75%. Before applying, mix the product thoroughly without
frapping any air. Mix with the catalyst (by weight), 2 parts
OROPRIMER 393 (base) to 1 part OROCAT 794 (catalyst).

How to apply Roller

Diluting Not diluted

Application 1 coat at 150 - 200 um dry.
Drying/curing Touch dry: 15 hours (walkable)

Drying fime is highly influenced by weight, type and condition of the substrate, and
environmental conditions.

Repainting 15— 24 hours (up to 48 hours)

Cleaning ORODIS 718

Recommended system Primer Finish
Cement, concrete OROPRIMER 393 OROLUR 394

Further information

Safety See package labelling. Ask for the Material Safety Datasheet for
more information.
Shelf life 1 year

All information in the datasheet and any resulting advice is provided based on our best knowledge, expertise, and approach, and should be regarded as guidelines to be
followed without any obligation on our part. The values in this datasheet are approximate and should not be regarded as a specification. The customer is responsible for
inspecting the products we supply, in order to ensure they are suitable and capable of fulfiling their infended purposes. The customer is responsible for factors such as
correct application and use, any variations in working conditions, efc., as these are beyond our control. It is therefore understood that we fully guarantee the quality of our
products, in line with our commitment to sales and supply.
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