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ZEROBAC

VARNISH WITH
ANTIMICROBIAL PROTECTION

EFFECTIVE PROTECTION AGAINST BACTERIA
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INDOOR AIR QUALITY CLASSIFICATION

EU Ecolabel:
ES-EU/044/00002

Single component water-based finish with proven antimicrobial capacity against Escherichia Coli and Staphylococcus Aureus.
The preparation has been developed for finishing all types of wooden surfaces exposed to interior conditions (wall coatings, ceilings,
and furniture in schools, hotels, hospitals, wooden houses, etc.) and other decorative elements that require effective protection against

bacteria.

- Application with all types of spraying equipment (airbrush, airmix, and airless), brush, and short-haired roller.
- Proven antimicrobial capacity (UNE I1SO 22196:2011 standard).

- Good chemical resistance to household products.

- Excellent scratch resistance.

- Very good resistance to yellowing.

- Fast drying.

- Non-flammable and odorless.

- Cleaning of working tools with water.
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The information contained in the data sheet and the subsequent advice from it derives, are a consequence of our knowledge, do and how to proceed and must be understood as guidelines
to follow, without commitment on our part. The values shown in this data sheet are key data and should not be regarded as a specification. The client can and must examine the goods
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Brookfield 10 rpm Viscosity 1100 cp.

Specific weight 1,040 g/lcm3.
Dry extract 34%
Appearance on the container Fluid liquid.
Appearance of the dry film Colourless
Stability when unopened (protect from freezing) 12 months.

Support and preparation: Wood previously sealed with the water-based 'TAPAPOROS” (Wood Sealer) properly sanded. Remove
sanding residue by blowing or using a cloth.

Application: The product is ready for use. Shake well to ensure product uniformity. Condition the product (20-25°C). Apply a coat of 90-
110 g/m2. To aid drying, avoid application in cold and humid environments. If dilution is necessary, use water (preferably
demineralized).

Driying times:
Driying 1-2h
Sanding and Repainting 3-6h
Dry for stacking (1 Kg/cm?) 8h

*Drying time is greatly influenced by the weight, the type of substrate, and the ambient conditions during drying.

Cleaning: Use water. Do not pour the residues down the drain. If the material has dried, Acetone will be used for cleaning.

FINISH
MAT AND SATIN.

490 CLEAR

BBSERVATIONS: Certified by IMSL (Industrial Microbiological Services LTD) in the United Kingdom, based on the UNE ISO
22196:2011 Standard. The product is available in matte and satin sheens.
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